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6.10 °  Approved Exterior Siding MWateria]
1. Approved exterior siding materials:
Brick
Cement Stucco
Cedar Shakes
Horizontal Wood Siding
Stone
Hardi-Plank or approved equal

AEUNW -

. 2. The following exterior siding materials are not approved
A, Vinyl Siding :
B. Vinyl Shakes

6.1%1 Finished Floor Elevation _ .
All homes shall be constructed with a minimum dimension of 24” from finished grade to the fizst floor.

6.12 Roofs

Pitch of the main roof structure should be no less than 6/12. Pitches for porches, breezeways and other
secondary structures may be less, provided they are approved by the ARB. No mansard roofs will be allowed.

Approved roof materials shall consist of the following:
- - 1. 25.year or better dimensional fiberglass shingles,

2. Cedar Shakes
“ 3. Slate
4.  Synthetic-Slate
5. Standing seam metal. Accent areas only.

613 Chimneys

Chimney finishes are restricted to brick, stucco, dry stack, or cultured stone. No exterior metal fireboxes are
allowed unless encased in masonry surrounds.

6.14 Garage \ Garage Doors
All garages should be side or rear loaded. Carports are not allowed. Front loaded garages are permitted if the

Front loading two-car garages shall have a separate garage door for each car.

6.15 House Ydentification ' o
Chatham County requires that 4” Arabic house numbers be used to identify homes from: the street, Metallic and

or wooden house numbers ate approved for this uge. The ARR Teserves the right to approve or deny the use of
any house numbering that detracts from the appearance of the home,

6.16 Doors
Exterior doors-shall be appropriate to the architectural theme. Exterior sliding doors shail only be permitted on

rear elevations. They shall not be visible from the street. Storm and screen doors are not permitted unless they
are of the appearance of a typical exterior door. All storm and screen doors shall be approved by the ARB.

6.17 Windows S : .

Windows are restricted to single hung or double hung (6 over 6, 9 over 9, ete.) The use of snap in grilies is
acceptable. Casement windows may be approved by the ARB, on exception, where such windows are essential
to the architectural style of a residence. Storm windows shali not be permitted. Exterior window screens will be
gray. Use of glass block shall be reviewed on a case-by-case hasis, Skylights and or roof windows will not be

allowed on the street side elevations of the home. Dormer windows must also Inaintain an atignment balance
with the home,



